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Pipeline and Hazardous Materials Safety Admin., DOT § 173.199 

(ii) The sharps container must be per-
manently marked for reuse. 

(iii) The sharps container must be 
disinfected prior to reuse by any means 
effective for the infectious substance 
the container previously contained. 

(iv) The sharps container must have 
a capacity greater than 7.57 L (2 gal-
lons) and not greater than 151.42 L (40 
gallons) in volume. 

[67 FR 53140, Aug. 14, 2002, as amended at 68 
FR 57632, Oct. 6, 2003; 68 FR 75744, Dec. 31, 
2003; 71 FR 32261, June 2, 2006; 71 FR 78632, 
Dec. 29, 2006; 75 FR 60339, Sept. 30, 2010] 

§ 173.198 Nickel carbonyl. 
(a) Nickel carbonyl must be packed 

in specification steel or nickel cyl-
inders as prescribed for any compressed 
gas except acetylene. A cylinder used 
exclusively for nickel carbonyl may be 
given a complete external visual in-
spection instead of the pressure test re-
quired by § 180.205 of this subchapter. 
Visual inspection must be in accord-
ance with CGA Pamphlet C–6 (IBR, see 
§ 171.7 of this subchapter). 

(b) Packagings for nickel carbonyl 
must conform to § 173.40. 

[Amdt. 173–224, 55 FR 52643, Dec 21, 1990, as 
amended at 67 FR 51643, Aug. 8, 2002; 68 FR 
75742, Dec. 31, 2003] 

§ 173.199 Category B infectious sub-
stances. 

(a) Category B infectious substances. 
Except as provided in this paragraph 
(a), Category B infectious substances 
are excepted from all other require-
ments of this subchapter when offered 
for transportation or transported in ac-
cordance with this section. Category B 
infectious substances offered for trans-
portation or transported under the pro-
visions of this section are subject to 
the incident reporting requirements in 
§§ 171.15 and 171.16 of this subchapter 
and to the requirements in § 175.75(b) of 
this subchapter concerning cargo loca-
tion. Except as provided in paragraph 
(a)(9) of this section, a Category B in-
fectious substance meeting the defini-
tion of a hazard class other than Divi-
sion 6.2 must be offered for transpor-
tation or transported in accordance 
with applicable requirements of this 
subchapter. 

(1) A Category B infectious substance 
must be packaged in a triple packaging 

consisting of a primary receptacle, a 
secondary packaging, and a rigid outer 
packaging. 

(2) Primary receptacles must be 
packed in secondary packaging in such 
a way that, under normal conditions of 
transport, they cannot break, be punc-
tured, or leak their contents into the 
secondary packaging. 

(3) Secondary packagings must be se-
cured in rigid outer packagings with 
suitable cushioning material such that 
any leakage of the contents will not 
impair the protective properties of the 
cushioning material or the outer pack-
aging. 

(4) The completed package must be 
designed, constructed, maintained, 
filled, its contents limited, and closed 
so that under conditions normally en-
countered in transportation, including 
removal from a pallet or overpack for 
subsequent handling, there will be no 
release of hazardous material into the 
environment. Package effectiveness 
must not be substantially reduced for 
minimum and maximum temperatures, 
changes in humidity and pressure, and 
shocks, loadings and vibrations nor-
mally encountered during transpor-
tation. The packaging must be capable 
of successfully passing the drop tests in 
§§ 178.609(d) and (h) of this subchapter 
at a drop height of at least 1.2 meters 
(3.9 feet). Following the drop tests, 
there must be no leakage from the pri-
mary receptacle, which must remain 
protected by absorbent material, when 
required, in the secondary packaging. 
At least one surface of the outer pack-
aging must have a minimum dimension 
of 100 mm by 100 mm (3.9 inches). 

(5) The following mark must be dis-
played on the outer packaging on a 
background of contrasting color. The 
width of the line must be at least 2 mm 
(0.08 inches) and the letters and num-
bers must be at least 6 mm (0.24 inches) 
high. The size of the mark must be 
such that no side of the diamond is less 
than 50 mm (1.97 inches) in length. The 
proper shipping name ‘‘Biological sub-
stances, Category B’’ must be marked 
on the outer packaging adjacent to the 
diamond-shaped mark in letters that 
are at least 6 mm (0.24 inches) high. 
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